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FERRICON

Metallic and Non Metallic Floor Hardener
for Concrete Floors

FERRICON is a hard substance incorporated in the

concrete floor to make it hard, abrasion resistant and
dustproof. Ferricon is available in two grades, Ferricon-M
a Metallic Floor Hardener and Ferricon-NM a Non Metallic

Floor Hardener.




FERRICON-M

METALLIC FLOOR HARDENER

FERRICON-M is a specially processed, size-graded, ductile Iron particles combined with special additives
which improves the properties of finished floor surface. The Oxidation of the FERRICON-M particles makes
the concrete denser and its Iron particles resist the abrading action of heavy vehicles. FERRICON-M is used
in providing concrete floors, which has to carry heavy loads and traffic, whichscauses Impact as well as

abrades the floor topping. FERRICON-M being ductile and malleable resists this effect& makes the floor
dustproof.

ADVANTAGES

* Excellent abrasionresistant properties * Spark Resistant

* Easy to clean and maintain * Forms monolithicbond with base concrete.
* Non Dusting * Extends serviceable life of the concrete floor
* Easy toapply and economical * Hardness of more than 8 to 9mohs

* Resists penetration of oil, grease etc * Non-Slip

DIRECTION TO USE

PROVIDING CONCRETE FLOORTOPPINGWITH FERRICON-M:
1. Lay 1:2:4base concrete 20mm below the finished floor level.

2. Whilethe base concreteis still fresh (green), lay 20 mm thick concrete topping over it of the following

mix. APPLICATION BY DRY SHAKE METHOD
a.50Kgs bag of Cement For Making top skin of trimix concrete flooring
. . . ’ or ordinary PCC more abrasion resistant
b.2.5 Cu.Ft grit (6mm down stone chips) with 15% dust prepare a dry mix of 150 kgs of FERRICON-M
with 100 kgs cement. Distribute the above
¢.12.5Kgs FERRICON-M dry mix evenly as a dry shake on the freshly
L. laid concrete in both directions in two courses
d.200 mI CONFLOW - Concrete Plasticizer as per the coverage shown in the

FERRICON-NM table.
e.100gms CONFIBER - (Fibrillated Alkyl resistance PP Fiber)

Add water to prepare a mix of proper consistency. Keep slump as low as possible. Lay the topping in
Level andfinish it smooth with a steel trowel.

Quantity required = 30 Kgs. FERRICON-M is required per 10 Sq.Mtr. of an area.

IMPORTANT GUIDELINES WHILE LAYING CONCRETE FLOOR

*

w

The concrete floor may be laid in alternative bays in the areas of 12 sq. mtrs.

When the floor is required to be laid on an old solid base, it should be roughened and a bonding slurry .

prepared by mixing cement and our CONBOND® Polymer-based adhesive may be applied before
placing new concrete.

*

If the floor is oily, it must be scrapped and removed by using a caustic solution or our RED-E-CLEEN
liquid Detergent

At the edges, corners and joints, steel angles may be embedded in the base concrete to protect them
againstimpact.




FERRICON-NM

NON METALLIC FLOOR HARDENER

FERRICON-NM is a very hard, non slip aggregate comprised of quality controlled, factory blended pure
graded emery and special additives to improve workability. Emery is a natural occurring mined material
that is extremely hard, tough and abrasion resistant. As a result, proper installation of FERRICON-NM will
impart long life and excellent skid resistance for concrete surfaces. FERRICON-NM is completely non
corrosive and is used forinside and outside.

ADVANTAGES

* Excellentabrasionresistant properties * Spark Resistant

* Easy to clean and maintain * Non Dusting

* Forms monolithicbond with base concrete * Non-Slip

* Extends serviceable life of the concretefloor * Easy toapplyand economical

* Resists penetration of Oil, grease etc * Hardness of more than 8 to 9mohs
TECHNICAL DATA

* Minimum:58% Aluminum Oxide. * MohHardness:8to09 * Specific Gravity: 3.5

APPLICATIONS BY DRY SHAKE METHOD:

For making the top skin of Trimix concrete floor / Ordinary PCC more abrasion resistant, prepare a dry mix of
150 Kgs of FERRICON-NMwith 100 Kgs. Cement. Distribute the above dry mix evenly as a dry shake on the
freshlylaid concretein both directions in two courses as per the coverage shownin the table.

Type of Traffic Qty of Dry Shake
Kg / M2
Heavy © 7.00
Medium 5.00
Light 3.00

Broadcast 2/3 volume of the above dry mix evenly after the concrete has stiffened to the point when light
foot leaves an imprint of about 3-6mm and bleed water should have evaporated. When the materials
becomes uniformly dark by the absorption of moisture from the concrete this first application can be
straightened and bull floated by hand or a mechanical spreader. Immediately after floating, apply the
remaining 1/3 volume of above dry mix uniformly at right angle to the first application and can be floated in
the same way as before

PACKAGING
50 kg. Multi-wall, plastic lined bags,
Store in a cool dry area free from moisture.

CURING SHELF LIFE

One Year

Wet burlap cure is allowed.




OUR OTHER FLOORING PRODUCTS

ArtRock s Floor Patching Compound

Conbond-A : Floor Leveling Compound

Confiber : Poly Propylene Fibrillated fiber for Concrete
Conmast : Dry mastic Compound

Epikote : Epoxy based floor Coating

Florseal : Chemical floor Hardener and dust proofer
Florseal-Li : Lithium based floor hardener and dust proofer

Krete-X : Liquid Floor Hardener

ABOUT THE COMPANY

Contech Chemicals-An entity came into existence in 1976. This long journey of excellence has
made Contech chemicals synonymous with quality and trust. Contech chemicals are
manufacturers of all types of professional grade high performance construction chemicals.

Ever since its inception, the company has contributed in the maintenance and construction of
many buildings, roads, bridges and irrigation structures across the country. It has been serving a
long list of renowned architects, builders and contractors as well as various Industries and
Governmentdepartments satisfactorily.

Contech Chemicals has been constantly updating itself on the technological advancements in the
industry. Itlays great prominence on R&Dandhas beenaforerunnerin developing innovative and
technologically advanced products for the market. The Contech products are developed and
practically tested as per IS and BS standardsforhandling the most severe conditions.

Manufactured by:

Chemists to the Building Industry

A-3, Panchtirth Apartments, Nr. Mahalaxmi Cross Roads, PO. Paldi, Anmedabad 380 007. INDIA.
Phone ; 91-079-26631141, 65120580. Fax : 079-26621078. Weh: www.contechchemicals.com

E-mail : info@contechchemicals.com, contechchemicals@hotmail.com




